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NOTES:

SECTION VERTICAL EXAGGERATION: 30

ALL SECTIONS SHOWN LANDWARD
TO SEAWARD FROM [BORROW AREA BASELINE]

SEE SHEETS 16 - 21 FOR
GEOTECHNICAL INFORMATION
ON CORES SHOWN

AREA TO BE EXCAVATED 7 FT
+1 FT ALLOWABLE OVERDREDGE

CORE LOCATION

BATHYMETRY SHOWN COLLECTED BY:
TIDEWATER ATLANTIC REASEARCH INC JULY 2009
CONTOURS SHOWN IN 2 FT (MINOR) AND 10 FT (MAJOR) INTERVALS.

HORIZONTAL DATUM:  SPCS - NAD '83 - NC 3200 (FT)
VERTICAL DATUM:  NAVD '88 (FT)
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BORROW AREA LOCATION MAP 3
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TIDE STAFF
Duck, NC - Research Pier

PID: FW0688 STA ID:  8651370
Elevation (feet)

MLW
MLLW

1.23 NGVD '29

1.75 MTL

2.19 NAVD '88

3.37

3.69

MHW

MHHW

The NAVD 88 and the NGVD 29 elevations related to MLLW were
computed from Bench Mark, 865 1370 B TIDAL, at the station.

Displayed tidal datums are Mean Higher High Water(MHHW),
Mean High Water (MHW), Mean Tide Level(MTL), Mean Sea
Level (MSL), Mean Low Water(MLW), and Mean Lower Low

Water(MLLW) referenced on 1983-2001 Epoch.

1.77 MSL

MHW = +1.18 ft NAVD
MLW = -2.05 ft NAVD

NOTE:
MAXIMUM PERMITTED EXCAVATION DEPTH IS 8.0 FT BELOW EXISTING GRADE (IE 7.0 FT PLUS 1.0 FT OVERDREDGE
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TIDE STAFF
Duck, NC - Research Pier

PID: FW0688 STA ID:  8651370
Elevation (feet)

The NAVD 88 and the NGVD 29 elevations related to MLLW were
computed from Bench Mark, 865 1370 B TIDAL, at the station.

Displayed tidal datums are Mean Higher High Water(MHHW),
Mean High Water (MHW), Mean Tide Level(MTL), Mean Sea
Level (MSL), Mean Low Water(MLW), and Mean Lower Low

Water(MLLW) referenced on 1983-2001 Epoch.

MHW = +1.18 ft NAVD
MLW = -2.05 ft NAVD


